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KARTA KATALOGOWA 

Szyny Prądowe VCX 

 

 
Szyny prądowe VCX to: 
 

• Elementy przewodzące elektrycznie 

• Przewody sztywne  

• Elementy o jednolitej strukturze 

• Elementy służące do przekazywania prądu elektrycznego 
 
Szyny Prądowe VCX  umożliwiają zasilenie urządzeń jedno i trójfazowych, za pomocą jednej linii.  
 
 

 

 

  

 

 

 

 

  

 

Szyna prądowa jednometrowa Nazwa ilość modułów model 
SZYNA 63A 1F 54 x 1M Szyna Grzebieniowa Typ 1 Fazowy 63A 54x1  54 VCX 63A 1F 54x1M 
SZYNA 63A 3F 18 x 3M Szyna Grzebieniowa Typ 3 Fazowy 63A 18x3 18 VCX-63A 3F 18x3M 

Szyna prądowa krótka Nazwa ilość modułów model 
SZYNA 63A 1F 12 x 1M Szyna Grzebieniowa Typ 1 Fazowy 63A 12x1 12 VCX-63A 1F 12x1M 
SZYNA 63A 3F 4 x 3M Szyna Grzebieniowa Typ 3 Fazowy 63A 4x3 4 VCX-63A 3F 4x3M 

 

https://pl.wikipedia.org/wiki/Przew%C3%B3d_elektryczny
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DATA SHEET 

Busbar  VCX 

 

 
VCX busbars are: 
 
- Electrically conductive components 
- Rigid conductors  
- Elements with a uniform structure 
- Elements used to transmit electric current 
 
VCX Current Bus allows single-phase and three-phase equipment to be powered by a single line. 
 

One -meter busbar  Name  Number of 
modules 

model 

Busbar 63A 1F 54 x 1M Comb Busbar Type 1 Phase 63A 54x1 54 SzD 63A 1F 54x1M 

Busbar 63A 1F 18 x 3M Comb Busbar Type 3 Phase 63A 18x3 18 SzK 63A 1F 12x1M  

    

Short busbar Name  Number of 
modules 

               model 

Busbar 63A 1F 12 x 1M Comb Busbar Type 1 Phase 63A 12x1 12 SzK 63A 1F 12x1M 

Busbar 63A 3F 4 x 3M Comb Busbar Type 3 Phase 63A 4x3 4 SzK 63A 3F 4x3M 

 

 

  

 


