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KARTA KATALOGOWA 

STYCZNIKI SERII CJX2 

 

Styczniki serii SC przeznaczone są do zastosowania w układach automatyki budynków instalacjach 

biurowych lub przemysłowych do sterowania układami sterowania, wentylacji, oświetlenia, systemami 

pomp, wentylacji itd.  

 

 
SERIA KOD/MODEL NAZWA OPAKO- 

-WANIE 
PRZEKROJE 

PRZEWODÓW 
PRĄD 

ZNAMIONOWY 
ILOSC 

BIEGUNÓW 
NAPIĘCIE 

ZNAMIONOWE 
STYKI 

CJX2    CJX2 K0910 230V 1NO Stycznik CJX2-K0910 230V 1NO 1 SZT 1-6mm² 9A 3 230V 1NO 

CJX2    CJX2 K0910 24V 1NO Stycznik CJX2-K0910 24V 1NO 1 SZT 1-6mm² 9A 3 24V 1NO 

 

PODŁACZENIE I WYMIARY 
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                                                                                    DATA SHEET 

CONTACTORS CJX2 SERIES 

 

 

SC series contactors are designed for use in building automation systems of office or industrial 

installations to control control systems, ventilation, lighting, pump systems, ventilation, etc. 

 
SERIES CODE/MODEL NAME OF PRODUCT PACKAGE CABLE CROSS 

SECTIONS 
RATED 

CURRENT 
NUMBER 
OF POLES 

RATED 
VOLTAGE 

CONTACTS 

CJX2    CJX2 K0910 230V 1NO CONTACT CJX2-K0910 230V 
1NO 

1 pc. 1-6mm² 9A 3 230V 
1NO 

CJX2    CJX2 K0910 24V 1NO CONTACT CJX2-K0910 24V 
1NO 

1 pc. 1-6mm² 9A 3 24V 
1NO 

 

 

CONNECTION AND DIMENSIONS     

 

 

 

 


