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KARTA KATALOGOWA 
Przełącznik instalacyjny wyboru zasilania sieci 1-0-2, SF 

 

Przełączniki instalacyjne wyboru źródła zasilania tzw. sieć-agregat, to rozwiązanie stosowane dla 

przełączania rodzajów zasilania. W przypadku braku zasilania z sieci umożliwia przełączenie na energię 

z agregatu lub innego tzw. awaryjnego źródła zasilania.  

 
Model: SF 
Przewody: 1-16mm2 (linka), 1-16mm2 (drut) 
Temperatura otoczenia: -25°C do +55°C 
Montaż: na szynie TH35 
Napięcie robocze: 400V AC 50Hz 
Napięcie izolacji: 690V AC 
Prąd: 63A 
Wytrzymałość mechaniczna (kj): 20000 
Znamionowe napięcie uderzeniowe: 6 Kv 
Wymiary: szer. szer. 72mm (4moduły) 
Wytrzymałość elektryczna (kj): 10000 
IP20 
 
Pakowanie i oznaczenia: 

 

 

SERIA  NAZWA WYROBU  Nr KATALOGOWY  

SF Przełącznik instalacyjny wyboru zasilania sieci 1-0-2, 4P VCX SF 4P 63A 

SF Przełącznik instalacyjny wyboru zasilania sieci 1-0-2, 3P VCX SF 3P 63A 

SF Przełącznik instalacyjny wyboru zasilania sieci 1-0-2, 2P VCX SF 2P 63A 

SF Przełącznik instalacyjny wyboru zasilania sieci 1-0-2, 1P VCX SF 1P 63A 
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DATA SHEET 

Network power selector switch 1-0-2, SF 
 

 

Installation switches of power source selection, so called network-aggregate, is a solution used 
for switching types of power supply. In the absence of power from the network, it allows 
switching to power from the aggregate or other so-called emergency power source. 
 
Model:                                          SF 
Conductors:                                 1-16mm2 (wire), 1-16mm2 (wire) 
Ambient temperaturę:              -25°C to +55°C 
Mounting:                                    on TH35 busebar 
Operating voltage:                      400V AC 50Hz 
Insulation voltage:                      690V AC 
Current:                                        63A 
Mechanical strength (kj):          20000 
Rated shock voltage:                  6 Kv 
Dimensions:                                 72mm wide (4modules) 
Electrical strength (kj):               10000 
IP20 
 
Packaging and marking: 

 

 

SERIES NAME OF PRODUCT CATALOGUE NO. 

SF Network power selection installation switch 1-0-2, 4P VCX SF 4P 63A 

SF Network power selection installation switch 1-0-2, 3P VCX SF 3P 63A 

SF Network power selection installation switch 1-0-2, 2P VCX SF 2P 63A 

SF Network power selection installation switch 1-0-2, 1P VCX SF 1P 63A 
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Dimensions and diagram of connections:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


