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KARTA KATALOGOWA 
 

BEZPIECZNIK DC SOLARNY 
 
 

  
   
 
 

• Komplet złącz SOLARNYCH (męskie + żeńskie) do łączenia modułów fotowoltaicznych, z 

wbudowanym miejscem do zamontowania wkładki cylindrycznej topikowej 10x38 1000V DC 

w zakresie 2-30A 

• Zabezpiecza regulatory ładowania lub inwertery sieciowe przed wyładowaniami 

atmosferycznymi 

• Prąd znamionowy: 32A 

• Przekrój przewodów: 2,5-6 mm2 

• Napięcie znamionowe: 1000 V DC 

• Napięcie testowe: 6000 V (50 Hz 1 minuta) 

• Temperatura pracy: -40 ~+ 90 C 

• Stopień ochrony: IP67 

 
 
 

SERIA NAZWA WYROBU OPAKOWANIE Nr KATALOGOWY 

ZŁĄCZE SOLARNE  BEZPIECZNIK DC SOLARNY 1 sztuka ZŁACZE SOLARNE DC 
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DATA SHEET 
 

SOLAR DC FUSE 
 

  
   
 
 

• Set of SOLAR connectors (male + female) for connecting photovoltaic modules, with a built-in 

space for mounting a cylindrical fuse link 10x38 1000V DC in the range of 2-30A 

• Protects charge controllers or grid-tie inverters from atmospheric discharges.  

• Rated current: 32A  

• Conductor cross-section: 2.5-6 mm2  

• Rated voltage: 1000 V DC  

• Test voltage: 6000 V (50 Hz 1 minute)  

• Operating temperature: -40 ~ + 90 C  

• Degree of protection: IP67 

 
 

SERIES PRODUCT NAME PACKAGING CATALOGUE NO. 

SOLAR 
CONNECTOR  

 SOLAR DC  FUSE 1 PIECE SOLAR CENNCTOR DC 

 

 


